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ACCESS AFC IMMIGRATION BOARDING

Simple integration
Pre-assembled components, a plug- 
and-play installation and interfaces to  
all common reading devices make the  
integration in individual housings and  
existing data processing architectures 
particularly simple.

Free escape routes
In regular operation, the barrier is locked 
in closed position. If there is a power 
outage or an alarm signal, the wings are 
automatically pulled open  by springs.

Rapid separation of persons  
The short opening times of 0.3 seconds 
make KPR retractable gates suitable  
for rapid separation of persons in areas 
with low-to-medium security require-
ments.	

KPR 
Kit set for retractable gates

For rapid separation of persons
For automated fare collection, passenger boarding, steering  
visitors, and passage into secured areas – retractable gates from 
Magnetic are the ideal solution for the particularly rapid separation 
of persons. The Magnetic KPR – Kit Set Pedestrian Retractable 
Gate – is designed to provide system integrators and OEMs alike 
the ability to easily integrate our high-performance drive techno
logy into their standard or user-specific housings. The controllers 
combined with our MHC drive units provide an unprecedented 
solution for our partners with a rapid return on investment.

Why is Magnetic Autocontrol the best choice?
We are a worldwide leader of manufactured solutions for auto-
mated pedestrian access and a technology pioneer for applica-
tions such as automated passenger clearance. Our technology is 
the result of a deep understanding of current and future security 
requirements. Benefit from our extensive expertise and many 
years of experience gained in the realization of access control 
projects around the world!

Innovative drive technology
The MHC drive unit is maintenance-free, 
energy-efficient and quiet. Sensitive  
impact detection ensures maximum 
personal safety.
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Potential applicationsOptions

Barrier elements Fireproof PU foam, acrylic glass  
(only for the standard width)

KPR 
Kit set for retractable gates

	� Short opening times of 0.3 seconds for a high  
throughflow frequency 

	� Fastest opening and closing times for excellent  
tailgating prevention

	� Space-saving installation of multiple applications

	� Simple integration of all common access control systems

	� Wide variants suitable for wheelchairs, prams,  
and material transport

	� Highest quality and reliability for a long product lifetime

Technical data KPR 111 (Standard) KPR 121 (Wide Lane)

Passage width 550 mm 900 mm

Opening/closing time with PU foam 0.3 s 0.6 s

Opening/closing time with acrylic glass 0.35 s –

Drive technology MHC MHC

Voltage 110 – 240 VAC, 50/60 Hz 110 – 240 VAC, 50/60 Hz

Power consumption typical 40 W 50 W

Power consumption stand-by 25 W 25 W

Duty cycle 100 % 100 %

Temperature range 0 to +40 °C 0 to +40 °C

Scope of applications

Metro – Automated fare collection

Railway – Automated fare collection

Bus rapid transit – Automated fare collection
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Benefits

Motor drive
The Magnetic motor MHC is the key component of the drive  
system. The low noise drive system offers numerous benefits  
including small dynamic forces, impact detection, lowest abrasion 
and the fastest opening/closing time. Since a low power is applied 
to the motor at the initial position, there is no condensation due  
to heat dissipation, and a long life of the motor can be ensured.  
The  motor is designed for more than 10 million cycles or a  
minimum of 10 years in a pedestrian application.

Control units
The two motor controllers inside the MHC enable an optimum  
dynamic movement of the flaps during opening and closing  
sequences. In order to achieve the optimum balance between 
opening/closing times and impact forces, each flap type uses  
different motor control parameters. Part of the KPR is the MBC-
110 logic controller which comes with multifunctional software 
designed to meet most of the current industry requirements.  
It provides serial interfaces, as well as digital inputs and outputs 
to communicate with gate master controllers and/or access  
control equipment.

Flaps
The KPR kit sets are available with three different wing types for 
standard and wide lane applications. Upon request the resulting 
passage width can be customised by using different lever arms 
and by modifying the motor parameters. To prevent attempts to 
force the doors open, they are mechanically blocked in the closed 
position. In case of power failure or emergency mode the doors 
are pulled open by springs. The flaps are non-flammable, non-toxic, 
UV-resistant and have an LCIE certification.

Technical data KPR 111 (Standard) KPR 121 (Wide Lane)

Passage width 550 mm 900 mm

Opening/closing time with PU foam 0.3 s 0.6 s

Opening/closing time with acrylic glass 0.35 s –

Drive technology MHC MHC

Voltage 110 – 240 VAC, 50/60 Hz 110 – 240 VAC, 50/60 Hz

Power consumption typical 40 W 50 W

Power consumption stand-by 25 W 25 W

Duty cycle 100 % 100 %

Temperature range 0 to +40 °C 0 to +40 °C
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Dimensional drawings

KPR 111 (Standard) 
View from front 

KPR 121 (Wide Lane) 
View from front 
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KPR 111 (Standard) 
View from side

KPR 121 (Standard) 
View from side

KPR 111 (Standard) 
View from above

KPR 121 (Standard) 
View from above
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KPR 111 with short wing

Ideal solutions for pedestrians and travelers with luggage

Passage width 550 mm

Gap width 30 ± 5 mm

Mechanically locked in closed position

Automatic opening in case of power outage

Sensitive impact detection for maximum personal safety

Duty cycle 100 %

Temperature range 0 to +45°C

KPR 121 with telescopic wing

Ideal solutions for wheelchairs, prams, and the transport of materials

Passage width 900 mm

Gap width 30 ± 5 mm

Mechanically locked in closed position

Automatic opening in case of power outage

Sensitive impact detection for maximum personal safety

Duty cycle 100 %

Temperature range 0 to +45°C

Research, development and production in Germany and Europe
More than 30 personnel at our development centre in Schopfheim in southern Germany develop the hardware and software for  
our innovative new products and for customised individual solutions for our customers. We are the competent contact for developing 
access solutions. We will design the optimum product for operators, commissioning engineers and users.
All core components of the KPR kit set are designed, produced and assembled in the European Union.
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Access to 
Progress

Magnetic stands for pioneering products – in every way. Our access control systems for 
vehicles or pedestrians clear the way for thousands of people every day – at car parks, 
toll gates, stations, airports and in buildings. Our technology is also pioneering, however: 
with innovative drives, intelligent control systems and well thought-out details it provides 
maximum safety and longevity. Are you also on the path to Magnetic?

Germany 
MAGNETIC AUTOCONTROL GMBH
Grienmatt 20
79650 Schopfheim 
Phone +49 7622 695-5
Fax +49 7622 695-800
E-mail info@magnetic-germany.com

Australia 
MAGNETIC AUTOMATION PTY LTD
38 Metrolink Circuit
Campbellfield, VIC 3061
Phone +61 3 9339 2900
E-mail info@magnetic-oz.com

Austria
FAAC GMBH
Münchner Bundesstraße 123
5020 Salzburg
Phone +43 662 853395-0
E-mail at.info@faacgroup.com

Benelux countries
FAAC BENELUX NV/SA
Industriezone 3B
8490 Jabbeke 
Belgium
Phone +32 50 320202
E-mail info@magnetic-benelux.com

Brazil 
MAGNETIC AUTOCONTROL LTDA
Av. Salim Antônio Curiati, 136  
04690-050 – São Paulo 
Phone +55 11 5660 8500
E-mail info@magnetic-br.com

China
MAGNETIC CONTROL SYSTEMS CO., LTD
No. 3 Building, No. 51 
Lane 1159, Kang Qiao (East) Road
Kang Qiao Industrial Zone, Shanghai
Phone +86 21 68182970
E-mail info@magnetic-cn.com

France
FAAC FRANCE
377 Rue Ferdinand Perrier
69808 St Priest Cedex
Phone +33 4 72 21 86 89
E-mail info@magnetic-fr.com

India
MAGNETIC AUTOCONTROL PVT LTD.
PRS Centre
Plot No. 373 to 376, 2nd Floor (West Wing)
1st Cross Street, Nehru Nagar
Old Mahabalipuram Road
Kottivakkam (Opp Rayala Technopark, Perungudi)
Chennai 600041
Phone +91 44 421 23297
E-mail info@magnetic-india.com

Middle East
FAAC MIDDLE EAST FZE
Dubai Silicon Oasis
PO Box 54886
Dubai
United Arab Emirates
Phone +971 4 3724193  
E-mail info@magnetic-uae.com

N. and S. America (excl. Brazil)
FAAC INTERNATIONAL, INC
3160 Murell Road
Rockledge, FL 32955
USA
Phone +1 321 635 8585
E-mail info@magnetic-usa.com 

Scandinavia
FAAC NORDIC AB
Box 125 
284 22 Perstorp 
Sweden
Phone +46 435 77 95 03 
E-mail info@magnetic-nordic.com

Southeast Asia 
MAGNETIC CONTROL SYSTEMS SDN. BHD
No. 17, Jalan Anggerik Mokara 31/54
Taman Perindustrian Kota Kemuning
40460 Shah Alam
Selangor Darul Ehsan
Malaysia
Phone +60 3 5123 0033
E-mail info@magnetic-malaysia.com

Vehicle barriers
Access barriers
Parking barriers
Toll barriers
Special barriers

Pedestrian gates
Turnstiles
Swing gates
Tripod gates
Retractable gates
Wing gates

Terminals
Cars
Trucks

Member of


