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ACCESS TRAFFICTOLLPARKING

Reliable support
From a barrier width of more than 
3.5 metres, barrier booms must be 
supported. Depending on the barrier 
boom accessories and the structural 
situation, pendulum supports or 
support posts can be used for this 
purpose.

Simple level compensation
The pendulum support and the support 
post are height adjustable over a wide 
range. This allows unevenness in the 
roadway and structural level differences 
to be compensated for in a few simple 
steps.

PS and AP 
Pendulum support and support post

For supporting long barrier booms
For barrier widths over 3.5 m, barrier booms must be supported. 
Either a pendulum support or a support post can be used for this 
purpose.
The pendulum support with built-in spring mechanism dampens 
the barrier boom during closing and supports it in the horizontal 
position. It is infinitely adjustable in height so it can be optimally 
adapted to uneven road surfaces and different barrier installation 
heights. 
The support post is used to support the barrier boom in the 
horizontal position. It is reliably protected against corrosion by 

 
galvanisation and powder coating. Like the pendulum support, 
the height of the support post is infinitely variable allowing it to be 
optimally adapted to uneven road surfaces and different 
installation heights of barriers and support posts. The AP01 
support post can be used with all access and parking barriers. 
The AP51 support post is only required for the Access XL2 and 
XXL barriers up to a boom length of 6.0 m. If the boom length 
exceeds 6.0 m, an AP01 is also required.

Technical data PS and AP

PS pendulum support

Vertical adjustment range PS01: 772–972 mm 
PS02: 590–752 mm

Colour White (RAL 9010)

Can be used with single LED lights, LED light strips, extension kit, 
skirt, climb-over protection

AP support post

Vertical adjustment range 765–965 mm

Colour Traffic grey (RAL 7043), custom colours possible

Can be used with single LED lights, LED light strips, skirt,  
climb-over protection
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PS and AP   
Pendulum support and support post

	� Reliable support of the barrier boom in horizontal position

	� Required for boom lengths of more than 3.5 m 

	� Infinitely height-adjustable to adapt to uneven road 
surfaces and structural level differences

	� Can be combined with lighting elements, skirts, climb-over 
protection and other barrier boom options

MAGNETIC AUTOCONTROL GMBH
www.magnetic-access.com

A pendulum support and support post can be used with the following barriers:

Item number Description Access Access
-L

Access 
Pro

Access 
Pro-L

Access 
Pro-H

Access 
XL2

Access 
XXL

Parking 
Pro

AP01 Support post for all barrier types and for Access 
XL2 and XXL with a barrier width greater than 
6.0 m, RAL 7043

AP51 Support post for Access XL2 and XXL with barrier 
widths up to 6.0 m, RAL 7043

APV01 Support post for electromechanical interlock and 
for Access XL2 and XXL with a barrier width 
greater than 6.0 m, RAL 7043

APV51 Support post for electromechanical interlock and 
for Access XL2 and XXL with barrier widths up to 
6.0 m, RAL 7043

SL09 Custom colour for support post or counter post for 
light barrier1

BSAP01 Fastening kit for support post and counter post

PS01 Pendulum support with fastening kit

PS02 Pendulum support for extension kit VarioBoom 
(>3.5 m required)

1 Special colours can be selected from the table of four-digit RAL colours. The required RAL colour must be stated when placing the order.


