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ACCESS TRAFFICTOLLPARKING

Number of LED lights Item number

2 lights LED02/LEDX02

4 lights LED04/LEDX04

6 lights LED06/LEDX06

10 lights LED10/LEDX10

More visibility
The single LED lights increase the 
visibility of barrier and boom by day and 
night – in obscure installation situations 
as well as in distracting environments. 
This protects both the barrier and the 
vehicles.

For barriers with skirts 
The single LED lights are suitable for 
use in combination with barrier skirts 
without climb-over protection. This 
allows increased visibility to be 
combined with effective protection 
against crawling under the barrier 
boom.

LED   
LED boom lighting with single lights

For increased visibility of barrier and boom
The single LED lights can be used to significantly increase the 
visibility of the barrier boom. The barrier boom is not only clearly 
visible at great distance in poor visibility conditions or at night. 
Even in bright daylight, its visibility increases significantly 
compared to an unlit boom. They are therefore particularly 
suitable for approaches that are difficult to see.
In contrast to the LED light strips, the single LED lights are also 
suitable for interaction with barrier skirts without climb-over 
protection and are mounted on both sides of the barrier boom. 
They are placed centrally between two reflective foils.

The lights can be operated either via the power supply unit of an 
existing boom interlock or a separate power supply unit and then 
work with red continuous light. With the ESBF01 extension kit, 
the lights can also be controlled via the barrier control unit. In this 
case, they provide continuous light before and during closing, 
flashing light during boom movement and flashing light both 
when the boom is closed and during boom movement. 
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LED   
LED boom lighting with single lights

	 Increased barrier boom and barrier safety

	 Ideal for obscure entries

	� Ideal for environments with many distracting objects and 
light sources

	� Integrated into the barrier as an alternative to external 
signallers

	 Available for all access and parking barriers
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The LED lighting with single lights can be used with the following barriers:

Item number Description Access Access
-L

Access 
Pro

Access 
Pro-L

Access 
Pro-H

Access 
XL2

Access 
XXL

Parking 
Pro

LED02 LED boom lighting, 2 red lights 
(1 light per side)1

LED04 LED boom lighting, 4 red lights 
(2 lights per side)1

LED06 LED boom lighting, 6 red lights 
(3 lights per side)1

LED10 LED boom lighting, 10 red lights 
(5 lights per side)1

LEDX02 LED boom lighting, set of 2 red lights1

LEDX04 LED boom lighting, set of 4 red lights1

LEDX06 LED boom lighting, set of 6 red lights1

LEDX10 LED boom lighting, set of 10 red lights1

1 LED lighting using single lights is not possible in combination with skirts with climb-over protection.

Accessories for the LED boom lighting with single lights

Item number Description Access Access
-L

Access 
Pro

Access 
Pro-L

Access 
Pro-H

Access 
XL2

Access 
XXL

Parking 
Pro

LEDVE24 Power supply unit 24 V 1.4 A with terminal  
blocks and cable, required for LED boom  
lighting if no boom interlock is installed.

ESBF01 Flashing function extension kit 
(control via control unit)

MPOS Optional kit for Access XL2/XXL mounting plate 
(required for installation)

EP05 Assembly charge for accessories per mounting 
plate

The LED lighting option using single lights includes installation onto the barrier boom. The power supply is provided by the LEDVE24 power supply unit if no boom 
locking has been installed. To install the LEDVE24 supply unit and the ESBF01 flashing unit, the optional MPOS kit is also required for the Access XL2 and Access 
XXL barriers. These parts must each be ordered separately.


